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1. Introduction 
This report details the testing of the Furse component CR319 [7TCA083870R1755]; ‘U’ BOLT ROD CLAMP 
(TYPE E) TO SUIT 16 mm (5/8") NOMINAL GROUND ROD AND 25 mm WIDE COPPER TAPE.  in accordance 
with IEC 62561-1:2017 Lightning Protection System Components (LPSC) – Part 1: Requirements for 
connection components. 

1.1. Declaration 
The above product supplied by Furse has been sucessfully tested in accordance with IEC 62561-1:2017 
Lightning Protection System Components (LPSC) – Part 1: Requirements for connection components. 

Therefore, this component is declared appropriate for use in a lightning protection system (LPS) in line 
with the scope below. 

1.2. Scope of conformity 
For use in a lightning protection system (LPS) for the connection of Copper tape to a 5/8" Copperbond 
rod in accordance with Furse literature. 

In a parallel connection (B2). 

For an impulse current withstand capability of 100kA (class H). 

1.3. Variant part numbers 
 

 

2. Main report 
The body of the formal report follows. 
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3. Revisions 
Rev. Page (P) 

Chapt. (C) 
Description Date Dept./Init. 

A All Original issue. 2018/02/12 APM 

    

    

    

    

    

 

4. Notices 
This document contains information about one or more ABB products and may include a description of 
or a reference to one or more standards that may be generally relevant to the ABB products. The pres-
ence of any such description of a standard or reference to a standard is not a representation that all of 
the ABB products referenced in this document support all of the features of the described or referenced 
standard. In order to determine the specific features supported by a particular ABB product, the reader 
should consult the product specifications for the particular ABB product. 

ABB may have one or more patents or pending patent applications protecting the intellectual property in 
the ABB products described in this document. 

The information in this document is subject to change without notice and should not be construed as a 
commitment by ABB. ABB assumes no responsibility for any errors that may appear in this document. 

In no event shall ABB be liable for direct, indirect, special, incidental or consequential damages of any 
nature or kind arising from the use of this document, nor shall ABB be liable for incidental or consequen-
tial damages arising from use of any software or hardware described in this document. 

This document and parts thereof must not be reproduced or copied without written permission from 
ABB, and the contents thereof must not be imparted to a third party nor used for any unauthorized pur-
pose. 

5. Trademarks 
Furse is a registered trademark of ABB Ltd. 

All rights to copyrights, registered trademarks, and trademarks reside with their respective owners. 
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